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IT 0-10 150/100-277/N 150W  !"#$%&'() IP20 *+,-'./0123

4 90-305Vac'5(6789:;<=>?@A%&BC DEFGHIJ>KLMN

DCOPL1QRSTUV:W'XY 0(1)-10VST, PWM ST, 1ZST[\]ST:

W>789^;'_`9abIJ'cd9ef'ghiK8j%&9 kl'mnoj

%&9pq>rst9u+'vw*xu+yz2u+y{|u+Rz}u+'~Bu 

j?¡%&9¢£¤¥¦> 

 

产品特性 
 §¨©IJ'/ª«2<2kV 
 UV¢¬­®¯°±²³ 
 78^; ´ 97% 
 r:;µ/ª1¶34®·:;³ 
 ¸z T4T(Tuner4TRONIC)S¹/ª1¶  
 º»¨©ST¼½ ¾¿0(1)-10V/PWM/1Z/\]ST(Timer) 
 STUV57ÀÁÂ:Ã Ä 0.5W 
 STÅÆ S 
 8OPÇWÈ¿12Vdc, 200mA 
 pqÉÊËÌ 
 aÍSTÎ²ÏÐ 
 ·¶Ñ 
 ÒaÓÔ®BM+³GÕÖ×aÍØÙÚUS¹1¶  
 ÒaÓÔ®OP+³GÕÖ×aÍTÛF$ 
 *xu+¿ÜÝ 6kV, ÞÝ 6kV 
 rstu+¿z}u+'z2u+'{|u+ 
 5ßàu

应用 

 IP20 
 áGÕ Class I â( 

型号列表 

输出电流 
可调范围

(mA) 

全功率输出 
电流范围
(mA)(1) 

输出电流 
缺省值(mA) 

标称输出电

压范围(Vdc) 
最大输出 
功率(W)(2) 效率(3) 功率因数 λ 型号(4)(5) 

50-750 500-750 620 180-300 150 96.5% 0.97 IT 0-10 150/100-277/0A75/N y 

注：®1³150Wr:;ãh/ª1¶34> 
（2）/ª:;äå7zÒ°ãhæ> 
（3）çèéê¿100%ëì'230Vac®íîïðñòóôõö³> 
（4）÷ 1234¿100-277Vac> 
®5³y 9°ø®íîïðñ%&ùúûõö³> 

 
产品版本描述 

 

标识 值 定义 备注 

¨©ü N §¨©  

IP,-ü E IP20 ýa 

þÿ¯lü A12 OPÇ-12V  

%&ĀāÎĂăþÿÎĂü OP TÛF$  
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规格概述 

参数 最小值 典型值 最大值 备注 

^;@120Vac  
Io=500 mA 
Io=750 mA 

 
92.0% 
91.5% 

 
94.0% 
93.5% 

 
- 
- 

100%ëì'25ėĚ}ě 
ĜÂ]'^;ĝÀĞ 2% 

^;@120Vac  
Io=500 mA 
Io=750 mA 

 
94.5% 
94.0% 

 
96.5% 
96.0% 

 
- 
- 

100%ëì'25ėĚ}ě 
ĜÂ]'^;ĝÀĞ 2% 

^;@277Vac  
Io=500 mA 
Io=750 mA 

 
95.0% 
94.0% 

 
97.0% 
96.0% 

 
- 
- 

100%ëì'25ėĚ}ě 
ĜÂ]'^;ĝÀĞ 2% 

ğĠÁÂ:; - - 0.5 W 230Vac/50HzěSTUV 

ġĢ¢ģ£]Ė - 445,000 Hours - 230Vac'Ě} 25ė'80%ëì(MIL-HDBK-217F) 

Ĥĥu+ (L - N) 6KV - - 2ohm, IEC 61000-4-5 

Ĥĥu+ (L/N - E) 6KV - - 12ohm, IEC 61000-4-5 

ĦrħĨb} Tc_s -40°C - +90°C  

àuħĨb} Tc_w -40°C - +85°C 5ßàuĩĪF9àub} 
īĐ: 10%RH to 95%RH'¢ĜĬ 

pq - 106,000 Hours - 230Vac'80%ëì'b} 75ė'íĭĮĘįpqÅÆ 

ħĨĚ} -40°C - +60°C 230Vac'100%ëì 

ħĨīĐ 5% - 95% ¢ĜĬ 

İı}Đ -40°C - +85°C īĐ: 5%RH to 95%RH'¢ĜĬ 

ĲĚÚUĳ= 100,000 - -  

IP ,- IP20  

Ĵĵ (L × W ×H) 
 

4.75 x 2.17 x 1.30 Ķĵ 
120.6 x 55 x 33 ķĸ 

ĦĹĺĻ 
4.44 Ķĵ 

112.8 ķĸ 

ļĽ - 352 g -  

 
浪涌曲线 

/0 AC12 Ĥĥ1¶ 
 Ipeak 

ľĿæ]Ė twidth 
(@ 50% Ipeak) 

ŀN LED1Ç=Ł 

B10A B16A B20A B25A C10A C16A C20A C25A 

120Vac 37.6 A 128 μs 4 7 8 11 5 8 10 13 

230Vac 82.0 A 124 μs 8 13 17 21 10 16 20 25 

277Vac 100.0 A 124 μs 6 11 13 17 11 18 23 29 

注：łŃV|$ńŅÖ×9ãh"#$=Ł Ęęæ> 
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调光概述 

 
认证与标准 

安全目录 标准 

UL/CUL UL 8750, CAN/CSA-C22.2 No. 250.13 

FCC Part 15 

ANSI C63.4 Class B 

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: [1] this 
device may not cause harmful interference, and [2] this device must accept any interference received, including 
interference that may cause undesired Operation. 

ENEC EN 61347-1, EN 61347-2-13, EN IEC 62384 

CE EN 61347-1, EN 61347-2-13, EN IEC 55015, EN 61547, EN IEC 61000-3-2, EN 61000-3-3 

 

参数 最小值 典型值 最大值 备注 

0-10VÆņãh12 -20 V - 20 V  

0-10VÆņ/ª1¶ 95 μA 100 μA 105 μA Vdim(+) = 0 V 

ST/ª34 
10%Ioset - Ioset 500 mA ≤ Ioset ≤ 750 mA 

50 mA - Ioset 50 mA ≤ Ioset ＜ 500 mA 

\]ST(Timer) 10% - 100%  

0(1)-10VST 0 V - 10 V 

Ň T4TňŉSTÝŊIN 0(1)-10VST> 
UV12 0.50 V 0.75 V 0.90 V 

Úē12 0.75 V 1.0 V 1.15 V 

ŋŌ - 0.2 V - 

0(1)-10VōŎST 1 V - 9 V ŏ÷ 0-10VŐőŒSTÝŊ> 

STÅÆ S 0 V  10V Ň T4TňŉSTÝŊIN STÅÆ S> 

PWM81ġ 3 V - 10 V 

Ň T4T ňŉSTÝŊIN PWMST> 

PWMÀ1ġ -0.3 V - 0.6 V 

PWMĄ; 200 Hz - 3 KHz 

PWMœŔŕ 1% - 99% 

PWM STUV®ŐőŒ³ 3% 5% 8% 

PWM STÚē®ŐőŒ³ 5% 7% 10% 

PWM STUV®ëőŒ³ 92% 95% 97% 

PWM STÚē®ëőŒ³ 90% 93% 95% 

ŋŌ - 2% - 

ØÙÚUÓÔ

®BM+³ 

S/ª34 50 mA - 750 mA Ň T4T ňINŖ1¶ŗ9/ª1¶> 

1¶ 1ŗ - 370 mA - BM+Ř DIM-řĖ¸zØÙŚğ 470śŜ1Z 

1¶ 2ŗ - 500 mA - BM+Ř DIM-řĖ¸zØÙŚğ 1kśŜ1Z 

1¶ 3ŗ - 620 mA - BM+Ř DIM-řĖ¸zØÙŚğ 3.3kśŜ1Z 

TÛF$ÓÔ

®OP+³ 

U/À1ġ 0 V 1.0 V 1.2 V 
ŏ÷æ¿5S#Ĩě 
]Ė/12/ST-ŝ Ň T4TňIN 

Ú/81ġ 2.5 V 3.5 V 10.0 V 
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认证与标准 

安全目录 标准 

CB IEC 61347-1, IEC 61347-2-13 

CCC GB/T 19510.1, GB/T 19510.213, GB/T 17743, GB 17625.1 

KS KS C 7655 

注：(1) 1ÇŞş EMI ĆŠ'šŢÕ1ÇĨ â(@ţ9ŤÍ\'ťŦŧâ((ŨÓI))ũŪ EMI ūUŬ÷> 
 
隔离等级 

 输入 输出 调光 辅助源 外壳 

/0 äáG ¢ ÿŭŮů ÿŭŮů ŰűŮů 

/ª ¢ äáG ÿŭŮů ÿŭŮů ŰűŮů 

ST ÿŭŮů ÿŭŮů äáG ¢ ŰűŮů 

OPÇ ÿŭŮů ÿŭŮů ¢ äáG ŰűŮů 

ab ŰűŮů ŰűŮů ŰűŮů ŰűŮů äáG 

注：LEDÝŲFųŴWŵŶ 2500V9Ůů12> 
 
工作区域 

 
降额曲线 

 

命对壳温曲线 

 
效率@120Vac 

 

(500 , 300 )(350 , 300 )

(750 , 180 )

(750 , 200 )

(50, 300)

(75, 180) (Ioset, 180 )

(Ioset, 150/Ioset)
(10%Ioset, 150/Ioset)

129

163

197

231

265

299

333

0 150 300 450 600 750 900

/
ª
1
2

(V
)

/ª1¶ (mA)
ŷ: 500mA≤Ioset≤750mA

cdħĨDE ńŅħĨDE
 !ħĨDE

0

20

40

60

80

100

90 120 150 180 210 240 270 300 330

ë
ì

(%
)

/012(V)

ĝÒÅÆ

120 Vac, 100% load

0

15

30

45

60

75

90

105

120

135

30 35 40 45 50 55 60 65 70 75 80 85 90

p
q

(k
H

ou
rs

)

b} (℃)

65%

70%

75%

80%

85%

90%

95%

100%

75 90 105 120 135 150

^
;

/ª:; (W)

Io=500mA

Io=750mA





7 / 9 
所有性能参数均在温度 25C 情况下所量测的典型值，特别注明除外。 

 
 

   

www.inventronicsglobal.com                                                                                                               Thursday Dec 25 17:45:00 CST 2025 

 IT 0-10 150/100-277/N  
ICUTRONIC 

  
调光 

调光曲线可调 
0-10VSTÅÆ ¸z T4TINĪF9ST12>Q 0-10VŐőŒSTÝŊ
Ɛ'Qï STƑƒƓ¿ 

 
注： 

1. äWŉSTiÆ Dim-



https://cn.inventronics-co.com/product_info/201.html
https://www.tuner4tronic.com/t4t/#/
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产品订购概述 
订单代码和包装 

订购代码(EAN) 产品名称 标签上的认证 包装单位 
(Pcs/箱) 

包装箱尺寸 
(L × W × H)(mm) 

整箱毛重 
（Kg） 

6937186162304 IT 0-10 150/100-277/0A75/N E A12 OP Class P, ENEC, CE 48 540 × 355 × 310 20.2 

 


